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KEY FEATURES

Supplied as standard in white colour with type 11 connection. 
Valves shown in the photo are optional and charged separately.

Type: AEB - bathroom radiator 

Material: Low carbon steel

Construction:
Pipe profile  35 x 10
Collector profile 35 x 35

Work pressure: Up to 0,8 MPa

Work
temperature:

Up to 95ºC

Standard 
equipment:

Standard plug 1/2"
Air vent standard 1/2"
Radiator bracket Z 20

Standard 
finishing:

Standard white colour [01]

Connection: Internal thread 1/2"

Connection
diagrams

Connection
codes

STANDARD

[C]

[ 11 ]
2 3

2 - odpowietrznik 1/2"
3 - korek 1/2"

•	 Easy to mount

•	 No visible brackets

•	 Ideal for every bathroom

•	 Radiator according to EN 442

•	 High quality guaranteed 

EBRO
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EBRO
Height Width Depth Connection Heat output INDEKS VERSION
H [mm] W [mm] D [mm] C [mm] 55/45/20oC 75/65/20oC 90/70/20oC code

AEB  75/35 730 350 75 315 130 245 307 10115143191101

AEB  95/35 950 350 75 315 165 312 392 10115143201101

AEB 120/35 1225 350 75 315 208 397 500 10115143211101

AEB 145/35 1445 350 75 315 244 467 589 10115143221101

AEB   75/53 730 535 75 500 184 348 437 10115143151101

AEB   95/53 950 535 75 500 233 441 554 10115143161101

AEB  120/53 1225 535 75 500 294 561 706 10115143171101

AEB 145/53 1445 535 75 500 345 661 834 10115143181101
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EBRO

H - Height; W - Width; D - Depth;    
C - Connection spacing
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